
AeroPod Instruc�ons

USB cable

Pitot TubeAeroPod sensor

AeroPod mount and moun�ng hardware

Light off
fully charged

Pitot tube points SLIGHTLY downFlat side of mount faces out

Mount 
Connector

Status Light
Bu�on

USB charger
(not included)

1. Charge AeroPod

4.  A�ach AeroPod to mount3.  A�ach mount to bike

2.  A�ach pitot tube

2 HOUR

OR

Tighten

Tighten

Push
Turn

Push

1A 1B 

Tighten

OR

USB Port

PACKAGE CONTENTS

Flashes RED 
during charge



1w

100wBike Profile

Power Sensor Found

Bike  1 
ANT+Sensors

Search All

Power Sensor Found

AeroPod Instruc�ons velocomp.com
technicalsupport@velocomp.com

ANT+ bike computer

A�er calibra�on, actual
power shown

7B 

8B 

5.  Pair AeroPod to ANT+ bike speed sensor

8.  Star�ng New Ride

7. Calibrate

“Click”

5B 

5D 

“Click”

Spin sensor wheel 
to awaken speed sensor

5A 

5C 

8A 

Press-hold bu�on 4 sec. to pair

7A 

6.  Pair AeroPod to your

“Click”

Refer to O&B cal ride instructions sheet
Refer to your ANT+ bike computer 
manual for pairing instruc�ons

min

Light FLASHES GREEN 

Release bu�on
when  FLASHING GREEN 

Spin wheel, light changes to 
SOLID GREEN GREEN MEANS GO!

AFTER successful 
pairing light is 

SOLID YELLOW RED: pairing unsuccessful

SOLID YELLOW - ready to calibrate

Ride out: wa�s go 
from 1 to 50; STOP, 
and ride back to 100

Click to start
calibra�on
ride when 
flashing 
RED/GREEN


